
EQUILOK SEAL

The Equilok is a medium strength pull-tight, adjustable 
security seal designed to be used on any equipment 
requiring a highly tamper-resistant locking mechanism 
and reasonable degree of strength. This adjustable, 
pull-tight seal is manufactured out of High Density 
Polyethylene and Acetal (HDPA), which enables it to 
withstand great variances in temperature.

• In- light Service Equipment
• Tote Boxes
• ATM Cassettes
• Bulk Tankers Valves & Hatches
• Storage Cabinets

APPLICATIONS

FEATURES

• High Density Polyethylene and Acetal
• Break apart strength: 18 lbs (8.2kg)

• Available in 2 sizes: 7" (17.8cm) and 10" (25.4cm)
• Durable, all plastic, one-piece construction
• Patented, tamper-resistant nylon locking mechanism
• Thin, strong sealing strap fits most locking rings &

equipment latches
• Individually numbered or barcoded and stamped with

company name and logo
• Laser-etched barcoding available with extended flag

MATERIAL

• Operational Length
o 7” seal: 6.54” (16.61cm)
o 10” seal: 8.51” (21.62cm)
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EQUILOK SEAL

COLORS

• Heat Stamped
• Laser text or logo & numbers on regular flag
• Numbering: 7 digits
• Logo: 5/8” x 1” (15.9mm x 25.4mm)
• Laser barcoding (extended flag version only)

MARKING/PRINTING

PACKAGING
• Packaging: 10 per strip; 1,000 per carton
• Carton Dimensions:  10.5” x 10.5” x 10.5” (26.6cm x 26.6cm x 26.6cm)
• Gross Weight:

o 7” (17.8cm) seal: 5 lbs (2.3kg) per thousand
o 10” (25.4cm) seal: 8 lbs (3.6kg) per thousand
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