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• Sensitive areas
• Electronic equipment.
• Search & Seal POLSA use
• ATM petrol/gas pump seal

APPLICATIONS

• Doors and hatches
• Cars and vans
• Remain Over Night (RON)
• IT equipment

KNR - NON-RESIDUE VOID SEAL LABEL

The KNR is a NON-RESIDUE reaction VOIDING self 
adhesive security seal. The seal leaves an easy to 
see VOID/OPEN security message in the seal material 
itself, while leaving NO adhesive residue on the sealed 
surface.

MATERIAL SPECIFICATION

• Available as stock seal or customer personalization
• Text or logo with sequential numbering or bar coding as an option
• Single or multiple 10mm  (0.39") Dual Number Tab (DNT) to assist in

asset control
• There are three recommended sizes: 85mm x 25mm (3.35" x 0.98"),

110mm x 30mm (4.33" x 1.18"), & 55mm x 20mm (2.17" x 0.79")

STOCK SIZES
• Red & Blue - 85mm x 25mm (3.35" x 0.98") + DNT in rolls of 1,000
• Red & Blue - 110mm x 30mm (4.33" x 1.18") + DNT in rolls of 1,000

FEATURES
• Suitable for a wide range of applications
• Available in standard design stock sizes in blue
• Leaves clear VOID OPENED message on the seal itself

upon removal
• Can be personalized in red, blue, black, or green material
• Other colors available on larger quantities
• Smooth, easy to write on surface

• Mylar matte polyester face material (52 micron), smooth
‘write-on’ surface

• High tack non residue acrylic adhesive
• Application temperature: 10°C - 32°C (50°F - 90°F)
• Storage temperature: 15.5°C - 29.5°C (60°F - 85°F)
• Operational temperature: 5°C - 36°C (41°F - 97°F) A

PACKAGING
• Supplied in rolls of 1,000

PRINT/SIZE OPTIONS
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