
• Canisters and drums
• Non fibrous/fibrous

surfaces
• Wooden crates and boxes

FEATURES

• Suitable for a wide range of applications
• Single or double interlocking security cuts
• Available in standard design stock sizes
• Stretches and breaks up at security cuts when removed
• Can be personalized to instruction
• Perforated between each seal for ease of application
• Thick rubber adhesive for difficult applications
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• Search and Seal operations
• Luggage transit seals
• Trailers/Containers
• Doors & hatches

GENERAL APPLICATIONS

MRS2 STRETCH VINYL FRANGIBLE LABEL SEAL

The MRS2 is a white polyethylene frangible security seal 
backed with high tack adhesive. The seal incorporates the 
security petal cuts, which causes the seal to break up on 
removal, making it almost impossible to re apply in one piece. 
The seal has an additional security feature that it will stretch and 
distort on tampering. The MRS2 is also designed not to leave 
unwanted adhesive residue on the surface of the item being 
sealed.

• White stretch Polyethylene
• High tack rubber based adhesive
• Operational temperature -50°C - 35°C (-58°F - 95°F)
• Supplied on glassine backing liner

MATERIAL SPECIFICATION

• Available as a stock seal or personalized to customer instruction
in any shape or size

• Text or logo with sequential numbering or barcoding
• Single/multiple dual number tab (DNT) assists in asset control
• Four recommended sizes: 85mm x 25mm (3.35" x 0.98"),

100mm x 30mm (3.94" x 1.18"), 120mm x 30mm (4.72" x 1.18"),
150mm x 30mm (5.91" x 1.18")

PRINT/SIZE OPTIONS

STOCK SIZES
• White 85mm x 25mm (3.35" x 0.98") + DNT in rolls of 1,000
• White 120mm x 30mm (4.72" x 1.18") + DNT in rolls of 1,000
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