
• In-flight Service Equipment
• Hospital Equipment
• EMS Equipment

• ATM Cassettes
• Zipper Bags
• Coin Boxes

APPLICATIONS

FEATURES

• One-piece all-plastic construction
• Padlock style locking arrow fits all applications where

traditional padlocks are used
• Can be manufactured to break easily, with one hand, or with

the use of cutters
• Debossed text marked with SEALED and vertical break point
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PADLOCK PP-2 SEAL

The Plastic Padlock PP-2 is an all-purpose plastic 
padlock seal that is available with adjustable break point 
strengths which provide easy-break and heavy-duty 
options.

• Polypropylene
• Average pull apart force: 7 lbs (3.2kg)

MATERIAL

• Operational Length:   0.72” (18.3mm)
• Hasp Diameter: 0.62” x 0.187” (0.28mm x 0.08mm)

DIMENSIONS

MARKING/PRINTING
• Debossed text marked with SEALED
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PACKAGING

Padlock PP-2 Seal
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COLORS 

Standard Colors: Red / Blue / Green / White / Yellow / Orange / Black 

• Standard Packing:
o Plain or debossed - 5,000/box, 10,000/master ctn

• Special Packing:
o 10 seals per polybag
o 100 seals per polybag
o 500 seals per polybag

• Weight:
o 2 lbs. (0.91kg) per thousand

• Carton size:
o 5,000 plain 14.5" x 14.5" x 5" (368mm x 368mm x 127mm)
o 10,000 per master:  16" x 12" x 12" (406mm x 305mm x 305mm)

 18 lbs (8.2kg)
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